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 Thank you for choosing AIR Commander A7 Smart Plug. This device is used to remote control cameras SONY A7, A7s, A7r, A7 II, A7s II and A7r II. 

 
 
Installation: 

 Remove battery from your Sony A7 series camera. 
 

 Remove battery door (follow your camera manual instructions). 
 

 Insert A7 Smart Battery Plug into battery slot. Be careful about side contacts. 
 

 Plug AIR Commander Receiver by included cable. 
 

 Connect power 12V by included cable. 
 

 Power ON Camera. 
 

 
Parameters: 

 Input: 12V (3s) 

 Current A7 Smart Plug:  max. 2A 
 

 
Manufacturer: 
AIRPIXEL.CZ 
Ing. Ilja Mašík Ph.D. 
Na výsluní 25 
Prague 10 
100 00 
Czech Republic 

Service: 
Warranty and post-warranty 
service is provides manufacturer. 
 
Contact: 
    info@airpixel.cz 

 

 

  
Warning: 

Keep input voltage between limits!  
Do not expose to chemicals or water! 
Do not use device if device is damaged!  
Protect side contacts of A7 Smart Plug from scratches, dust or other wear.  
If you see any signs of damage - scratches, cracks or similar wear signs contact manufacturer 
immediately. There is a risk of camera damage. 

 
 
 
 
 

Full manual available at: 
manual.airpixel.cz 

 
 
 

Made in Czech Republic 

   
 


